
OPTIONAL COMPONENTS 

• Neoprene blade seals 

• Stainless steel jamb seals 

• Aluminum frame 

• Aluminum V blades 

• Bronze bearings 

• Flat head & sill frame construction for max. air flow sizes 4”high to 8”high 

• Stainless steel construction 

• Sleeves: refer to the ACD sleeve specs 

• Actuators: manual, electric, pneumatic (internal or external options available) 

**OPTIONAL REMOVABLE 8” EXTENDED SHAFT: 

1/2 dia. Shaft extending 7 1/2 inches beyond the air control frame. 

Requires 1” or 2” bearing bracket. 

MODELS: 

AC10 (PARALLEL BLADE) 

AC20 (OPPOSED BLADE) 

STANDARD CONSTRUCTION 

 

FRAME: 16 Ga. (1.5mm) galvanized steel  

  Interlocking stacked hat section 

  (*Channel frame shown) 

BLADES : 16 Ga. galvanized V formed 

BEARINGS: Non-metallic celcon 

AXLES:  1/2 Sq zinc plated steel stud 

LINKAGE: Concealed in frame 

  10 Ga. zinc plated steel 

FINISH:  Mill galvanized 

 

STANDARD 2-1/2” EXTENDED SHAFT: 

Fixed 1/2 in dia. zinc plated steel shaft extending 2 1/2 in 

beyond the air control damper frame. 
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APPLICATION 

The AC10/AC20 is a galvanized steel damper 

for low to medium velocity and pressure 

HVAC systems. A wide range of electric and 

pneumatic actuators are available.  

NOTE:  

Dampers supplied 1/4” less than order width 

and height unless specified “ACTUAL SIZE” 
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Model 
Single Section Multiple Section 

Minimum 

Size (WxH) 

Maximum Size 

(WxH) 

Maximum Size 

(WxH) 

AC10 6”X6” 60”x60” 
UNLIMITED 

AC20 6”x11” 60”x60” 



Model 
Single Section Multiple Section 

Minimum 

Size (WxH) 

Maximum Size 

(WxH) 

Maximum Size 

(WxH) 

AC10 6”X6” 60”x60” 
UNLIMITED 

AC20 6”x11” 60”x60” 

MODELS: 

AC10 (PARALLEL BLADE) 

AC20 (OPPOSED BLADE) 

DAMPER WITH FLANGED FRAME 

STANDARD CONSTRUCTION 

 

FRAME: 16 Ga. (1.5mm) galvanized steel  

  Interlocking stacked hat section 

  (*Channel frame shown) 

BLADES : 16 Ga. galvanized V formed 

BEARINGS: Non-metallic celcon 

AXLES: 1/2 Sq zinc plated steel stud 

LINKAGE: Concealed in frame 

  10 Ga. zinc plated steel 

FINISH: Mill galvanized 
 

STANDARD 2-1/2” EXTENDED SHAFT: 

Fixed 1/2 in dia. zinc plated steel shaft extending 2 1/2 in beyond the 

air control damper frame. 
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APPLICATION 

The AC10/AC20 is a galvanized steel damper with 

flanged frame for low to medium velocity and pressure 

HVAC systems. A wide range of electric and pneumatic 

actuators are available.  

 

NOTE:  

Dampers supplied 1/4” less than order width and 

height unless specified “ACTUAL SIZE” 
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OPTIONAL COMPONENTS 

• Neoprene blade seals 

• Stainless steel jamb seals 

• Aluminum frame 

• Aluminum V blades 

• Bronze bearings 

• Flat head & sill frame construction for max. air flow sizes 4”high to 8”high 

• Stainless steel construction 

• Sleeves: Refer to the ACD sleeve specs 

• Actuators: manual, electric, pneumatic (internal or external options available) 

**OPTIONAL REMOVABLE 8” EXTENDED SHAFT: 

1/2 dia. Shaft extending 7 1/2 inches beyond the air control frame. 

Requires 1” or 2” bearing bracket. 



MODELS: 

AC-10 (PARALLEL BLADE) 

AC-20 (OPPOSED BLADE) 
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ACTUATOR FOR AIR 

CONTROL DAMPER 
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BEARING BRACKET 

EXTENDED SHAFT 

ACTUATOR HANGER BRACKET 

ACTUATOR WITH SHAFT CLAMP 

COMPONENTS FOR DAMPER WITH EXTERNAL MOTOR: 

(1) 8” EXTENDED SHAFT 

(1)      BEARING BRACKET 

(1)      ACTUATOR ASSEMBLY PACKAGE 

 (1)   ACTUATOR WITH SHAFT CLAMP 

 (1)   ACTUATOR HANGER BRACKET 

(1) DAMPER SLEEVE 

 

(STANDARD SHEET METAL SCREWS ARE NOT PROVIDED) 

ACTUATOR MAY BE MOUNTED IN ALL 

360O RADIAL POSITIONS ABOUT THE 

SHAFT IN 90O INCREMENTS 

BLADE MOUNTING BRACKET 

ACTUATING LINKAGE SHAFT 

BALL JOINT ASSEMBLY 

COMPONENTS FOR DAMPER WITH ELECTRIC INTERNAL 

MOTOR: 

 

(1)      ACTUATOR ASSEMBLY PACKAGE 

 (1)   ACTUATOR  

 (1)   ACTUATOR LINKING SHAFT 

 (1)   CRANK ARM 

 (2)   BALL JOINT ASSEMBLY 

 (1)   ACTUATOR MOUNTING BRACKET 

(1)      (BLADE MOUNTING BRACKET 

(1) DAMPER SLEEVE (16”) MINIMUM 

 

(STANDARD SHEET METAL SCREWS ARE NOT PROVIDED) 

ACTUATOR MOUNTING  

BRACKETDAMPER DAMPER SLEEVE 

CRANK ARM 

BELIMO ACTUATOR 

ACTUATORS: 

Manual, Electric, Pneumatic. 

Belimo or Siemens. 

NOTE:  

Dampers supplied 1/4” less than order width and height 

unless specified “ACTUAL SIZE” 
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ACTUATORS: 

Manual, Electric, Pneumatic. 

Belimo or Siemens. 





SLEEVES AIR CONTROL DAMPERS 

SLEEVE TRANSITION DIMENSIONAL INFORMATION 

Type “CR”- Round 

Specify the round ducting diameter. 

( The actual damper frame will be +2.00”W x +2.00H) 

Type “CO”- Oval 

Specify the oval width x oval height 

( The actual damper frame will be +2.00”W x +2.00H) 

Type “C”- Rectangle 

Specify the rectangle width x rectangle height 

( The actual damper frame will be +2.00”W x +2.00H) 

STANDARD SLEEVES 

 
Air Control dampers can be supplied with factory mounted type “A “ 

sleeves for standard system ducting unless otherwise specified. 

 

Standard “A” sleeve ordering information: 

 

To determine the standard sleeve length 
1. Establish damper width x height. 

2. Determine the actuator type, model, and mounting type. 

3. Establish the minimum actuator mounting distance from the mounting dia-

grams. 

4. Determine the sleeve distance “M” opposite to the actuator side of the 

damper. 

5. Add the actuator mounting distance to the “M” distance and the 5.00” damper 

thickness. 

6. Integral flanges 1-1/2” wide can be provided on sleeves when specified. 

Standard sleeve 
Type “A” 

SLEEVE TRANSITIONS 

Air control dampers can be supplied with factory mounted 

sleeves to transition to round, square, rectangular, oval, or spe-

cial system ducting. 

For sleeve length: 

Use the standard “A” sleeve length calculation 
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When ordering specify: 

 W x H x L x Gauge. 

And distance “M” when “M” is 

not specified dampers will be 

centered in sleeve. 
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